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Merchandise Returns — UWC drivers cannot pick up merchandise without prior authorization from Customer 
Service.  Customer Service will provide a Return Goods Authorization number for any return.   

 Defective Products—Please take a picture of any defective material.  This is the easiest and quickest 
way to solve any problems and helps prevent having the same problem twice.  Customer Service will 
provide direction as to how to proceed. 

 Repairs—Customer Service will create a Return Goods Authorization for all repairs, either warranty or 
non-warranty.  Please ensure proper packaging to prevent damage during the return process. 

 
Cancellations—If an order needs to be canceled, please call customer service immediately!  We can cancel  
orders only if the order has not yet gone out to fabrication.   
 
Order Process—UWC requests that all orders are faxed to 407-275-1455 or ordered via email to  
orders@universalwc.com.  Any orders placed over the phone will be at the dealer’s responsibility.  Customers will 
normally receive an order confirmation within 24 hours. 
 
Duplicated Orders—UWC cannot be responsible for orders which have been faxed twice.  If you must fax an  
order a second time for any reason, please clearly write “Do Not Duplicate” and refer to the original order with a 
PO or sidemark to avoid any confusion. 
 
Price Changes—Prices are subject to change without notice. 
 
Delivery Fees—UWC delivers throughout much of the state of Florida for a flat delivery fee of $12.50 per stop.  
This fee is subject to change based on a variety of factors.  Outside of our delivery area, we charge the cost of 
UPS or common carrier.  COD accounts shipped via UPS will incur a COD charge unless the order is prepaid. 
Special packaging required for items to be shipped will incur a surcharge of $2.50 per blind. 
 
Accounts and Payments— 

 All new accounts will be set up as COD accounts.  To apply for terms, Universal needs to receive the 
original credit application and we will run references.  This process takes time.  Until references are 
confirmed, we cannot provide credit terms. 

 UWC accepts American Express, Mastercard and Visa.  We will never charge a credit card without au-
thorization from the cardholder.  Accounts have the choice to be set up as a credit card account.  This 
means the cardholder gives Universal blanket permission to charge the card for the merchandise at time 
of delivery. 

 Some contract orders will require a fifty percent deposit. 

 Any products ordered on a container require a fifty percent deposit prior to placing the order. 

 Universal will not sell any product to a customer in the state of Florida who does not have a cur-
rent license to resell the product.  This is to protect you as much as it is to protect us.  Customers out-
side the state of Florida must show a current license to operate a retail business. 

  
Retail Surcharge—Starting in 2011, all of UWC’s new price guides will use retail pricing for surcharges.  This is 
done to allow the dealer to use the price guide when making a presentation to the customer.  The multiplier is 
noted in an attached letter. 
 
 

 
UNIVERSAL  
WINDOW COVERINGS, INC. 
 Terms and Conditions 

Roller Shade Repair Price List 

Cut down standard shade - $25 
Cut down DC motorized shade - $30 

Cut down AC motorized shade - $50 + parts 
Replace Bottom Rail - $4/foot ($20 minimum) 
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Specifications 

 
UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Features: 

 Every roller shade is manufactured with a Rollease® clutch system using a color coordinated plastic 

bead chain.  Steel chain is a no cost option available upon request. 

 Ordered shades within the maximum width of the fabric are produced with the fabric oriented verti-

cally.  Shades ordered at a width larger than the width of the fabric will be railroaded .  Some fabrics 

with an unbalanced weave may have a tendency to telescope when railroaded.  When a shade needs to 

be railroaded, Universal recommends railroading shades in the same area to maximize consistency.  

Please specify this on the order form. 
 Roller shades are fabricated with the fabric lowering from the back of the tube.  ñReverse rollò is a no 

cost option and may be requested. 

 For design flexibility, UWC recommends using our professionally welded internal hembar.  Sealed 

aluminum weights are available upon request. 

 UWC offers several top treatments along with our solar screens.   

 3ò and 4ò square and curved fascia (alabaster, anodized, black, bronze, white) 

 Cassette 120 system (alabaster, black, bronze, white) 

 Cornice valance with a fabric insert 

 Single and double Executive Valance with a fabric insert 

 Clear edge dust cover valance 

 6ò Verona Valance 

 Heavy shades may require some assistance to lift.  UWC offers Rollease® Pin-End Spring Assist, 

Galaxy clutch system and Spring Assist systems. 

 UWC uses Somfy Home Motion systems for effortless operation of roller shades with just the push of 

a button. 

 UWC recommends motorizing shades over 144ò in width due to weight limitations.  

 SafeAssured cordless shades are an affordable way to get a contemporary look and eliminates the 

closed loop.  Child Safe cordless shades are available up to 96ò x 96ò. 

 Sheer Elegance shades require the use of the Cassette 120 system which is included in the cost and 

cannot be railroaded due to its distinctive style. 

 UWC uses Somfy motorization for our motorized roller shades.  All roller shades are tested and 

programmed in house prior to delivery. 

3G Mermet Fabrics and Sheer Elegance 
 

 Universal Window Coverings features fabrics from 3G Mermet, whose 

Enduris Glass Core screens are woven in Cowpens, SC.  Since fiberglass has an 

extremely  high tensile strength, fiberglass core screens provide a finer, more 

elegant look by using less PVC to coat the yarns.  This results in a lighter, 

stronger product using less petroleum byproducts. 

 

 Sheer Elegance is a distinctive fabric with horizontal lines which cross 

each other as the shade is rolled to provide either a translucent effect or a view 

through the sheers.  Sheer Elegance includes a Cassette 120 system with match-

ing fabric inserted on the face of the cassette.  As in any product, a certain toler-

ance exists in manufacturing fabrics which may prevent the lines from matching 

perfectly all the way across.  

Sheer Elegance - Mushroom 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Fabric Weights  

Fabric Offering Index 

Pattern 
Certifications 

(G-Greenguard, F-Fire 

Retardant, O-Oeko Tex)  

Fabric Width  
Openness 

Factor 
Weight 

A Screen G, F, O 98ò 14% 10.4 oz/yd2 

Avila Twilight G, F, O 110ò Blackout 14.5 oz/yd2 

E Screen 5% G, F, O 120ò 5% 12.1 oz/yd2 

E Screen 10% G, F, O 122ò 10% 10.3 oz/yd2 

Edessa Twilight G 118ò Blackout 11.4 oz/yd2 

Flocke F, O 78ò Blackout 12.3 oz/yd2 

Inspiration Wood Look 

Collection 
Not Available 108ò Translucent 4.5 oz/yd2 

Inspiration Shear  

Elegant Wood Look  
Not Available 108ò 

Sheers and 

Translucent  
4.5 oz/yd2 

M Screen 3% G, F, O 98ò 3% 12.7 oz/yd2 

M Screen 5% G, F, O 98ò 5% 12.1 oz/yd2 

M Screen Deco 5% G, F, O 98ò 5% 11.3 oz/yd2 

Pompeii Not Available 94ò (Mezquite - 110ò) Translucent Not Available 

R Screen 5% G, F, O 98ò 5% 12.1 oz/yd2 

S Screen Elements G, F, O 122ò 4% 18.9 oz/yd2 

Satine 5% G, F, O 98ò 5% 15.8 oz/yd2 

Nouveau Timeless G, F 72ò Blackout 11.5 oz/yd2 

Vela 3% G, F 118ò 3% 4.71 oz/yd2 

R16/24 Clutch (1 1/2” tube)* 

R8 Clutch System 

Guided System 

Somfy 110V Motorization 

3/4ò (fabric to fabric) Intermediate Bracket 

5/8ò 

3/4ò 

7/8ò 

3/4ò 

1/2ò 

1/2ò 

Components Clutch Side Idle Side 

1/2ò 

1/2ò 

 1 1/2ò 

1/2ò Safe Assured Cordless 

 R16/24 clutches will have a total of 1/8” extra gap 
when using a 2” tube. 

 Use of the Pin End Spring Assist does not 
change the light gap. 

 A Spring Assist and a Galaxy Clutch has the 
same deductions as the R16 and R24 clutches. 

 The Somfy LT30 and Sonesse 30 motors have 
the same deductions as an R8 clutch. 

 Fascias and Cassettes do not affect the deduc-
tions. 

 When fabricating larger shades, different adapt-
ers may need to be used and may affect overall 
deductions by up to 1/2”. 

Light Gap and Deductions 

Deductions 
Inside Mount: 1/4ò 

Outside Mount: Exact Measurement (bracket to bracket) 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Price Charts - Retail 

Chart 1 

Nouveau Timeless 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" *144" *156" *168" 

36" 84 95 124 135 146 163 171 187 203 285 304 372 395 419 

48" 91 103 134 146 159 178 187 205 224 308 329 399 425 450 

60" 98 112 144 158 172 193 203 223 245 331 354 426 454 482 

72" 105 120 154 169 184 208 219 241 265 353 379 454 483 513 

84" 111 128 163 180 197 223 235 259 286 376 404 481 513 545 

96" 118 137 173 192 210 238 251 277 306 399 428 508 542 576 

108" 125 145 183 203 223 252 267 296 388 422 453 535 571 608 

120" 132 153 193 215 236 267 283 314 408 445 478 562 601 639 

Each Add 12” 9 12 14 16 18 19 21 24 27 30 33 35 38 41 

►Shades wider than 70” must be railroaded. 

►Shades wider than 70” and longer than 58” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

Chart 2 

R1 Screen, A Screen 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" *144" *156" *168" 

36" 105 133 146 164 178 201 225 262 286 372 393 478 525 574 

48" 116 140 161 178 195 214 240 282 304 385 429 530 585 641 

60" 129 149 167 188 210 224 251 287 330 405 443 584 652 737 

72" 139 164 193 218 236 265 303 324 366 457 511 679 753 806 

84" 165 183 211 236 262 293 323 355 396 491 551 716 782 874 

96" 180 202 232 249 296 324 357 390 430 528 593 756 831 938 

108" 218 234 266 283 334 370 390 434 497 556 636 799 870 1023 

120" 244 266 297 329 375 421 419 476 545 609 697 857 956 1114 

Each Add 12” 14 17 20 23 27 28 31 35 40 44 48 52 56 61 

►R and A Screen and  shades wider than 96” must be railroaded. 

►R and A Screen shades wider than 96” and longer than 84” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

►Due to the special weave of A Screen, this fabric may have a tendency to track when railroaded and cannot be warranted against tracking. 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Price Charts - Retail 

Chart 3 

E Screen 5% & 10%, Edessa Twilight 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" *144" *156" *168" 

36" 109 138 151 178 186 219 240 275 311 404 427 498 548 598 

48" 120 145 167 194 209 233 257 306 331 419 450 553 610 668 

60" 134 154 173 204 223 244 274 312 346 440 481 609 679 768 

72" 144 170 200 237 257 288 300 352 383 497 556 685 760 814 

84" 171 190 219 257 285 319 424 386 414 533 598 723 789 882 

96" 187 209 240 271 313 352 388 424 440 573 644 764 839 946 

108" 226 243 276 308 363 402 424 496 529 604 691 839 978 1056 

120" 253 276 308 358 408 458 479 568 580 662 791 932 1074 1150 

Each Add 12” 15 19 23 26 30 32 34 39 45 49 54 59 64 68 

►E Screen 5%: Shades wider than 118” must be railroaded. 

►E Screen 5%: Shades wider than 118” and longer than 106” will have a horizontal seam. 

►E Screen 10%: Shades wider than 120” must be railroaded. 

►E Screen 10%: Shades wider than 120” and longer than 108” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

Chart 4 

M Screen 3%, 5% & Deco 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" 144" 156" 168" 

36" 119 148 165 193 204 237 255 290 340 423 446 544 585 619 

48" 134 158 184 212 235 257 273 327 360 432 465 602 645 709 

60" 143 169 200 224 245 265 300 343 376 461 499 660 728 756 

72" 157 184 220 259 278 308 335 377 418 521 583 721 794 852 

84" 187 206 240 278 308 351 375 408 456 563 621 774 863 915 

96" 202 228 263 301 343 386 410 437 484 608 668 838 926 972 

108" 245 270 303 348 391 432 450 465 599 637 721 916 983 1127 

120" 276 303 341 391 441 490 505 529 632 697 817 1014 1069 1209 

Each Add 12” 17 21 25 29 33 35 38 43 49 54 59 65 70 75 

►M Screen Deco: Shades wider than 96” must be railroaded. 

►M Screen Deco: Shades wider than 96” and longer than 84” will have a horizontal seam. 

►M Screen 3% & 5%: Shades wider than 120” must be railroaded. 

►M Screen 3% & 5%: Shades wider than 120” and longer than 108” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

►Due to the special weave of M Screen, this fabric may have a tendency to track when railroaded and cannot be war-
ranted against tracking. 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Price Charts - Retail 

Chart 5 

Vela 3%, Pompeii & Inspiration Wood Look Collection 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" 144" 156" 168" 

36" 127 159 176 207 217 248 274 310 373 453 469 555 612 643 

48" 144 169 193 226 251 268 290 340 395 462 490 587 678 735 

60" 155 180 215 251 272 278 305 357 412 495 532 675 763 778 

72" 169 196 234 275 295 323 367 391 460 558 622 731 796 874 

84" 200 221 258 295 329 367 391 420 503 604 662 786 869 936 

96" 218 244 282 320 364 403 434 446 531 651 710 850 933 998 

108" 252 290 326 373 418 450 487 524 656 680 769 929 1099 1149 

120" 282 326 350 421 473 516 551 548 695 744 872 1028 1196 1234 

Each Add 12” 19 24 28 33 38 40 43 49 56 62 68 74 80 86 

►Vela 3%: Shades wider than 116” must be railroaded. 

►Vela 3%: Shades wider than 116” and longer than 104” must use multiple shades.  Vela cannot be heat sealed. 

►Inspiration Wood Look: Shades wider than 106” must be railroaded. 

►Inspiration Wood Look: Shades wider than 106” and longer than 96” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

►Pompeii: Shades wider than 92” (108” in Mezquite) must be railroaded. 

►Pompeii: Shades wider than 92” (108” in Mezquite) and longer than 80” (98”) will have a horizontal seam. 

Chart 6 

Satine 5% & S Screen 4% 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" 144" 156" 168" 

36" 135 161 188 222 238 254 290 322 385 465 490 609 670 732 

48" 153 180 213 245 271 292 325 357 403 507 553 684 732 830 

60" 165 206 243 278 307 328 357 409 462 575 638 747 816 867 

72" 184 233 277 312 343 363 402 454 514 643 676 812 897 960 

84" 225 260 309 341 375 400 441 509 567 689 771 895 992 1114 

96" 241 276 319 367 413 439 488 557 621 750 844 979 1065 1195 

108" 260 302 345 399 448 477 532 603 737 834 918 1053 1139 1277 

120" 287 331 376 433 490 535 580 656 786 897 990 1127 1215 1358 

Each Add 12” 22 27 33 38 43 46 50 57 64 71 78 85 92 99 

►Satine shades wider than 96” must be railroaded.   

►Satine: Shades wider than 96” and longer than 86” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

►Due to its distinctive weave, S Screen cannot be railroaded.  S Screen is limited to a width of 121” 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Price Charts - Retail 

Chart 7 

Avila Twilight 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" 144" 156" 168" 

36" 143 170 201 233 258 274 297 330 400 492 544 653 710 776 

48" 164 200 238 258 300 323 345 395 443 569 630 738 816 876 

60" 189 229 270 298 327 375 396 449 508 648 711 837 923 992 

72" 207 258 307 338 385 415 440 511 580 725 795 931 1015 1171 

84" 228 288 330 368 422 458 490 564 639 799 882 1035 1134 1260 

96" 263 317 364 409 463 503 546 622 719 871 966 1119 1231 1352 

108" 284 345 395 444 503 545 593 684 846 968 1050 1205 1317 1444 

120" 314 378 430 482 550 594 645 734 909 1020 1149 1289 1422 1537 

Each Add 12” 26 32 38 45 51 54 58 67 75 84 91 100 108 116 

►Shades wider than 108” must be railroaded. 

►Shades wider than 108” and longer than 98” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 

Chart 8 

Flocke 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 109" 121" 132" 144" 156" 168" 

36" 179 212 251 292 334 356 396 452 519 630 688 768 914 997 

48" 205 250 297 344 389 430 472 540 623 769 840 923 1115 1217 

60" 236 286 338 397 447 500 543 642 758 913 974 1122 1324 1412 

72" 259 323 383 451 527 554 628 730 846 1020 1074 1252 1479 1557 

84" 284 360 429 503 578 610 700 817 933 1094 1224 1381 1586 1775 

96" 329 396 485 559 634 670 779 915 1049 1193 1342 1552 1730 1945 

108" 355 432 526 608 689 726 846 1037 1209 1325 1458 1789 1922 2114 

120" 392 473 573 660 754 792 921 1129 1317 1500 1574 1949 2175 2282 

Each Add 12” 41 50 60 70 80 85 92 105 119 132 144 157 170 183 

►Shades wider than 76” must be railroaded. 

►Shades wider than 76” and longer than 66” will have a horizontal seam. 

Roller will be 2ò Roller will be 3ò 
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Chart 9 

Inspiration Shear Elegant Wood Look Collection 

HEIGHT TO: 
WIDTH TO: 

37" 46" 55" 64" 73" 78" 84" 96" 108" 121" 132" 144" 156" 168" 

36" 234 278 330 383 439 467 520 593 682      

48" 269 328 390 452 510 565 620 709 818      

60" 309 375 443 521 587 656 712 842 995      

72" 340 423 503 592 692 727 824 958 1111      

84" 373 473 563 661 758 801 919 1072 1225      

96" 432 519 636 734 832 879 1023 1200 1377      

108" 466 567 690 798 905 953 1111 1360 1492      

120" 515 621 752 867 989 1040 1209 1481 1610      

Each Add 12” 39 48 57 66 76 81 87 99 115      

►Shades come with a cassette at no additional charges. 
►Due to its light weight, Sheer Elegance wider than 84” may have a tendency to have waves through the material. 

Fabric Inserted Valances 
 

Plastibecôs award winning designs featuring the Cornice Valance, Single 

and Double Executive Valances and Clear Edge valances each use a 3 

1/2ò fabric insert against a variety of trim options. 

Installed with separate L-Brackets over the roller shades and can be used 

with any operational system. 

Maximum dimensions: 144ò x 144ò.  

 
UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Price Charts - Retail 

► Clear Edge, Single Executive, Double Executive and Cornice Valance all have the fabric used for the shade in-
serted in the front. 
► Use surcharge discounts for all valances. 

Valances 

  Width 

  25 37 50 62 75 81 87 100 112 120 131 144 156 169 175 191 

Clear Edge 32 39.2 47.2 54.4 62.4 65.6 69.6 77.6 84.8 89.6 104 111.2 117 123.2 130 139.2 

Single Executive 55.2 65.6 77.6 88.8 101 106 111 123 134 142 152 163.2 174 189.2 193 202.4 

Cornice 56 66.4 78.4 88.8 101 106 112 123 134 142 151 163.2 154 182.4 191 200.8 

Double Executive 66.4 81.6 97.6 112 128 135 143 159 174 183 197 212.8 228 239.2 252 264.8 

Faux Wood Crown Valances 
 

Universal offers an exclusive 6ò faux Crown Valance along with our 3 

1/4ò valances which can be used to cover any window treatment using 

Plastibecôs innovative dust cap.   

Widths greater than 120ò for the 6ò Crown Valance and greater than 

108ò for the 3 1/4ò Crown Valance will have a miter cut. 

Installed with separate L-Brackets over the roller shades and can be used 

with any operational system. 

Maximum dimensions: 144ò x 144ò 

$13.00/ft 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Upgrades 

3ò Curved and Square Fascia    
 

Available in white, alabaster, anodized, black or bronze. 

Maximum dimensions: 96ò x 96ò. 

N/A with spring assist, Galaxy 400 clutch or side channels or AC  

Motorization. 

Available with DC Motorization and Pin End Spring Assist. 

When using one fascia to cover two shades, on site notching of the fas-

$20.00/ft 

4ò Curved and Square Fascia    
 

Available in white, alabaster, anodized, black or bronze 

Maximum dimensions: 144ò x 144ò 

Not available for use with DC motors. 

When using one fascia to cover two shades, on site notching of the fas-

cia will be required 

Fascia Fabric Wrap 
Offer a softer look by wrapping the fabric around the 

fascia. 

$23.00/ft 

$40.00/shade 

Cassette 120 System   
 

Available in white, alabaster, black or 

bronze 

Maximum dimensions: 120ò x 120ò 

Available with DC Motorization and Pin End Spring Assist 

Intermediate brackets allow for multiple shades on one headrail 

Cassette 120 system is included in the Sheer Elegant Collection 
 

$25.00/ft 

$35.00/ft (fabric inserted) 

Roller Shade Upgrades - (Retail Pricing) 
*Use surcharge discounts for Roller Shade Upgrades* 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Skyline Galaxy 400 Clutch  
 

The most advanced clutch available offers another smooth and afford-

able way to significantly reduce the pull force using RollEaseôs patented rotating and 

orbiting planetary gear system with Velvetrol clutch technology. 

Maximum capacity: 32 pounds using a 2.5ò Tube 

$90.00 

RollEase® Outdoor Clutch  
 

The industryôs only manual clutch system specifically designed and 

fully warranted for outdoor use contains special stainless steel internal components 

eliminating concerns in wet or humid applications. 

$20.00 

RollEase® Spring Assist  
 

The innovative RollEase® Spring Assist system reduces the required 

pull force of a shade of up to 30 lbs to just 6 lbs.  The internal spring is pre-rotated to a 

calculated tension based on Rolleaseôs proprietary formula which is based on the exact 

fabric you choose.    

$198.00 

RollEase® Pin End spring Assist  
 

The Pin End Spring Assist (PESA) offers the easiest and most inexpen-

sive way to reduce the lift force required for shades on a 1.5ò tube.  The gravity from 

lowering the shade coils a spring attached to the idle end of the tube creating the poten-

tial energy which eases the lifting force required to raise the shade. 

Available on a 1.5ò tube only. 

$20.00 

Safe Assured Cordless  
 

The ultimate in a streamlined style, Universalôs Safe Assured roller shade 

system is one of the most crucial steps in child proofing a home.  Available 

up to 96ò wide and with a cassette, Safe Assured eliminates all cords. 
*Use surcharge discounts for Roller Shade Safe Assured Cordless Technology* 

Roller Shade Upgrades - (Retail Pricing) 
*Use surcharge discounts for Roller Shade Upgrades* 

Safe Assured Cordless Surcharge (Net) 

Width To: 

37 46 55 64 73 78 84 96 

$30 $33 $35 $40 $41 $45 $47 $52 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Roller Shade Upgrades (cont)  

Guided Cable System  
 

To prevent swaying of your exterior shades, Universal offers a 

premium guided system.  The top of the guide wire is  mounted 

to a special bracket at the clutch and runs to an angle bracket (for outside 

mount applications) or a flat bracket (for inside mount).  The shades must al-

ways be pulled up during windy conditions and cannot be warranted for wind 

damage. 

 

$50.00 

$19.00/ft 

$10.00/ft 

Side Channels (price per pair) 

Bottom Channel    
 

Available in white, alabaster, anodized, or bronze 

Felt insert included to provide absolute blackout 

Onsite modification of side channels may be required 

Somfy LT30 Wirefree RTS motor (12VDC) 
 Maximum size: 84ò x 84ò 

 Includes reloadable battery wand with 8 Li AA batteries 

LT30 Accessories: 

12 VDC Reloadable Battery Tube (without batteries) 

8 AA Lithium Batteries 

12 VDC Sealed Single Battery Wand 

12 VDC Sealed Double Battery Wand 

12 VDC Plug-in Power Supply with 25ô Cable 

Solar Recharge Kit NEW! 

$398.00 

$54.20 

$71.88 

$101.32 

$183.62 

$133.06 

$200.00 

Bottom Rail Options 
 

Universal offers two elegant styles to complete the bottom of your roller shade.  Universal offers profession-

ally welded internal bottom rails for a seamless look.  

Universalôs external aluminum bar also creates a stylish trim with the fabric inserted into the groove of the 

rail at no extra charge.  

 

Roller Shade Motorization Upgrades 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Somfy Sonesse 30 RTS Motor (24VDC) 

 Maximum size: 108ò x 108ò 

 Includes wall mount transformer 

 Additional Sonesse 30 transformer options are available.  Please 

contact your sales agent for a quote. 

$755.72 

Somfy 110 VAC Motors: 

Sonesse 50 Ultra Quiet RTS 

 Maximum size: 144ò x 144ò 

506S2 Somfy Altus RTS 

 Maximum size: 168ò x 168ò 

510S2 Somfy Altus RTS 

 Maximum width: 186ò 

All 110 VAC motors include a 6ô motor cable.  Attached power plug 

available at no additional cost. 

$670.00 

 

$720.00 

 
$830.00 

Roller Shade Motorization Upgrades 

* Remotes and Wall Switches are Priced Separately * 

Control Options 

 All Somfy motors are priced separately from the controls 

and transmitters. 

Telis 1 RTS Pure Transmitter 

Telis 4 RTS Pure Transmitter 

Telis 16 RTS Pure Transmitter 

Telis Composio 20 Silver 

DecoFlex WireFree 1 Channel 

DecoFlex WireFree 5 Channel 

Chronis Comfort WireFree Timer 

Telis Impresario Chronis RTS Lounge (Multi Channel Timer) 

Sunis Indoor WireFree Sun Sensor 

ThermoSunis Indoor WireFree Sun Sensor 

RTS Repeater 

Standard Wall Switch 

Somfy 110 VAC Power Options 

12ô Motor Cable 

18ô Motor Cable 

24ô Motor Cable 

 
 

 

$106.28 

$137.94 

$450.00 

$686.14 

$248.00 

$260.00 

$349.16 

$710.50 

$382.66 

$440.00 

$357.44 

$30.64 

 

$28.20 

$41.02 

$60.18 
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UNIVERSAL  
WINDOW COVERINGS, INC. 
 Roller Shades 

Installation 

1.   MOUNT THE BRACKETS.   The open end of each bracket faces downward, as shown in the drawing below. NOTE:  If you 

have an inside mount and must use ñinside mount holes,ò you will have to drill your own holes in the side of the bracket.  Use at 

least two screws per bracket.  Use at least two screws per bracket, and make sure that the screw heads clear the clutch. 

2.   INSTALL THE SHADE.   Push the clutch straight onto the blade of its bracket.  The bottom of the clutch should always point 

straight down as shown above.  Lower the lug of the end plug onto the ñVò of its bracket.  The roller should fit in the brackets 

securely, with just a little play. 

 

3.   ATTACH STOPS TO METAL OR PLASTIC BEAD CHAIN.  For plastic bead chain:  use connector for top stop and attach 

another connector for lower stop.  For metal bead chain: attach a metal stop ball at least 5/16ò (8 mm) in diameter so that it 

touches the clutch when the shade is rolled all the way up.  For both kinds of bead chain, lower the shade to sill or floor height, 

and snap the appropriate metal stop or plastic connector on the opposite side from the stop, so that the shade cannot be lowered 

beyond that point. 

 

 

4.   INSTALL THE TENSION DEVICE.   The Tension Device reduces the hazards of strangulation and entanglement of young 

children by limiting access to the control cord.  Anchor the Tension Device, that is attached to the shadeôs control cord or bead 

chain, to the window frame or wall, so that young children cannot pull the cord or bead chain around their necks. 

a.  Lower the shade. 

b.  Hold the Tension Device upright so that Warning Tags hang straight down as shown in diagram. 

c.  Position the Tension Device on the window frame or the wall so that the Tension Device 

and control cord do not interfere with raising or lowering the shade.  The Tension Device 

should be installed without stretching or pulling down on the control cord.  Stretch-

ing the cord will cause extensive wear.  Do not twist or cross the control cord.  If using 

stop balls on bead chain, position the Tension Device 1/4 inch higher to allow the stop ball 

to pass through the Tension Device. 

d.  Holding the Tension Device upright, and in position, as shown, insert and secure the screw 

through the hole.  The mounting screw must be secured into a solid surface or molly. 

 

5.   USE THE CONTROL OR BEAD CHAIN TO OPERATE THE SHADE.   Pulling gently on one side of the control cord or 

bead chain raises the shade; pulling down on the other side lowers it. 



 

16 

 

 

 

 

 

 

 

UNIVERSAL WINDOW COVERINGS, INC. 
12139 Science Dr.  Suite 101  Orlando, FL 32826 

(407) 275-1455  1-800-494-9636  FAX (407) 275-6919  FAX 1-866-872-0672 


